Refurbished Armhole & Shoulder P[esses

armholes on sack coats. Suggest basting
prior to creasing.

MODEL A-73 is designed for creasing %. w
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MODEL A-73

MODEL A-78 is designed for creasing
armholes of topcoats and overcoats. Sug-
gest basting prior to creasing

MODEL A-4 is designed for creas-

ing armholes, blocking sleeves, and
pressing and shaping shoulders of
TOP COATS oand OVERCOATS,

ﬁ
ég MODEL A-5 is designed for creas-
¥ ing armholes, blocking sleeves, and
] " pressing ond shaping shoulders of
Sl men's and young men's SACK COATS.
ﬁ

N MODEL A-9 is designed for creas-
D l="| ( ing armholes, blocking sleeves, and MODEL A-5

pressing and shaping shoulders of
L—S" LADIES JACKETS ond BOY'S and

CHILDREN'S COATS.
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MODEL A-64 s designed prima- 3
* rily for blocking the upper portion of o

the coat giving the shoulder the natu-
mlg ral look.
0 Floor Space Shipping Weight
‘ Foot-Oper. — 36 x 43 700 Ibs.

Air-Oper. - 36 x 39 750 Ibs.

The shoulder press is a basic necessity for finishing coats and jackets by clothing manufactures
and alteration departments. It’s used for creasing the armhole, shaping and pressing the
shoulder and blocking the top of the sleeve.

All refurbished steam presses warranted for one year by Seickel & Sons Inc.

Seickel & Sons Inc. is not affiliated with Hoffman/New Yorker Inc. and does not rely on Hoffman/New Yorker Inc.
for its replacement parts.

SEICKEL & SONS INC.

REBUILDERS AND DISTRIBUTORS OF STEAM PRESSING EQUIPMENT
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